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1.

Introduction

1.1

ABC X-CPU-4 w57

The ABC X-CPU-4 w57 — software runs on the new Windows x86 and x64
operating systems. The software is programmed in TIA, PCS7, STEP7 and
STEPS by Siemens and is suitable as full High Feature CPU without restrictions
for plant simulation and teaching.

Furthermore the software with hardware supplement (decentralized peripheral
masters) can be used as non-deterministic compact controller for time critical
processes.

The software is dongle protected and instantable. That means on your Windows
system, several PLC systems can be operated simultaneously. For that reason
you only need one dongle.

§ C\Users\wahrens\Desktop\Cpu416.exe = n

(C> by ABC IT GmbhH 2816 ABC X-CPU-4 w57 vl16 (Build 8126>
Btartup Operating System... 18:41:008 01-29-2016
igh Resolution Timer... ok
Interface ABC X-CPU-4... ok
et Profile Directory... C:\ProgramData
Bystem Affinity Mask... AxABBARAFF
rocessor Number... a
Initialize Working Area...
Btartup Application...
Startup TCP/IP Interface...
CP/IP-Address ETH1: 192.168.
CP/IP-Addre ETH2: 192.168.
CP/IP-Addre ETH3: 192.168.
CP/IP-Address ETH4: 192.168.
Initialize Threads...
Initialize TCP/IP UCs (NET)..
Initialize TCP/IP UCs (INID>..
Btartup System Management...
[License check... 1 Instance(s> available
ype EGoOit, Stdodp. Stdadet
[18:41:01 B81-29-2016,. System State: Stop
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2. Dongle Runtime

2.1
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PR @3 Cpu416.x6 v16 Build 0126 1100 Yesterday at 5:14 PM
» t @3 Cpud16_x86 v16 Build 0126 120 & Yesterday at 5:14 PM
Finmware X-CP £2 Cpu416.x86 v16 Build 0126 Yesterday at 5:14 PM
CPUATE 3 HASPUserSetup & we Yesterday at 5:28 PM
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2

View Downloads - Internet Explorer

View and track your downloads | Search downloads bl
Name Location Actions £
HASPUserSet..zip 147MB  Downloads ]

) Open | v
download-abcit.de —
RUS_WEBAXzip 823MB  Downloads =

? Open | v
download-abcit.de —
v4.master 26,2KB Downloads w ]

: Open | v
download-abcit.de |
sharepointde...exe  282MB  Downloads 2

un
Microsoft Corporation
sharepointde...exe  324MB  Downloads 2 7
un
Microsoft Corporation —
VAN Ar . .44 o an - - v
Options Clear list Close

o

Sentinel Runtime Setup

QslafeNet.

InstaliShield

- I

Welcome to the Sentinel Runtime
Installation Wizard

It is strongly recommended that you exit all Windows programs
befare running this setup program.

Click Cancel to quit the setup proaram, then close any programs
you have running. Click Next to continue the installation.

WARNING: This program is protected by copyright law and
international treaties.

Unauthorized reproduction or distribution of this program, or any
portion of it, may result in severe civil and criminal penalties, and
will be prosecuted to the maximum extent possible under law.
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i Sentinel Runtime Setup

SAFENET SENTINEL LDK PRODUCT END USER LICENSE
AGREEMENT

IMPORTANT INFORMATION - PLEASE READ THIS AGREEMENT
CAREFULLY BEFORE USING THE CONTENTS OF THE PACKAGE AND/OR
BEFORE DOWNLOADING OR INSTALLING THE SOFTWARE PRODUCT. ALL

ORDERS FOR AND USE OF THE SENTINEL® LDK PRODUCTS (including
without
livmnitdatinm +ha Navvalamavis Vit Llvaviacs widilidins Aiclemddar AN DARA
(®) | accept the license agreement
()1 do not accept the license agreement

InstallShield

l Reset | ] < Back || MNext > | ] Cancel ]

) Sentinel Runtime Setup

Click the Back button ta reenter the installation information or click Cancel to exit
the wizard.

Installishield

< Back ” Mest > | l Cancel
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5
i Sentinel Runtime Setup - o IES

Install drivers

InstaliShield
8 Sentinel Runtime Setup =

Sentinel Runtime has been
CSJafeNet successfully installed.

The Sentinel HASP Run-time Environment uses
port 1947 to communicate with local and remote
components. If you use a firewall, ensure that it
does not block this port.

Click the Finish button to exit this installation.

InstaliShield

¢ Back Cancel
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2.2 HASPUserSetup Readme

- cIEN

£ C:\Users\wahrens\Downloads\HASPUserSetupR © ~ & || @ Sentinel LDK and Sentinel H...

Version 7.41

October 2015

This document provides information regarding the Run-time Environment Installer GUI for Sentinel LDK and Sentinel HASP, including supported operating
systems, enhancements, known compatibility issue, and issues resolved. ("Sentinel LDK" is the next generation of Sentinel HASP.)

The following topics are discussed:

* Operating Systems Supported

« Upgrading the Run-time Environment
« Installing the Run-time Environment

« Issues Resolved in This Release

« Revision History

+ Known Issues - Run-time Environment

Operating Systems Supported

* Windows XP (X86) SP3

* Windows XP (X64) SP2

* Windows Vista SP2

* Windows 7 SP1

* Windows 8.1 SP1

* Windows 10

* Windows Server 2003 SP2

* Windows Server 2008 SP2

* Windows Server 2008 R2 SP1

» Windows Server 2012 R2

* Windows 7 SP1 Embedded standard (x86)
The operating system versions listed in this section were tested by SafeNet and verified to be fully compatible with Sentinel LDK. Older operating system
versions are likely to be fully compatible as well, but are not guaranteed. For reasons of compatibility and security, SafeNet recommends that you always keep
your operating system up to date with the latest fixes and service packs.

Back to Topics

Upgrading the Run-time Environment
When using the Installer GUI to upgrade the Run-time Environment, ensure that:
* No other Run-time Environment Installer is active.

* No other Run-time Environment components are active. Although the installation program terminates applications that are accessing the Run-time, it does not terminate
running services. For example, if the Sentinel License Manager is running as a service, you must stop the service before upgrading the Run-time Environment.

Back to Topics
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2.3

Admin Control Center (ACC)

The ACC is opened with a web browser of your choice.

http://localhost:1947

947/_int_/ACC_help_indexh © ~ & SafeNet Sentinel ACC: Help

ee http://localhost:

—

@afeNet Sentinel Admin Control Center

Sentinel Keys

Admin Control Center Help

Admin Control Center Help

Products
Features
Sessions
Welcome to the Admin Control Center. This application enables you to manage access to software licenses and Features, to control detachable
Update/Attach licenses, to control sessions, and to diagnose problems.
Note: You can select the language in which Admin Control Centeris displayed by clicking the country flag iate to the required
Access Log which is displayed at the bottom of the Options pane). To view all awailable languages, or to download other language packs, click the More
c . L link.
Dagnesics The Admin Control Center enables you to monitor the following:
Help e All the Sentinel protection keys that are cumently available on the network sener, including their identity, type, and location
About e The number of users currently logged in to a protection key, and the maximum number of users allowed to be simultaneously logged into
that specific key
« The Features to which each protection key allows access, and any restrictions that apply to the Feature
» The users who are currently logged into a specific protection key, including detailed login information
You can perform actions, such as:
o Detaching a license from the network and attaching it to your machine or a different recipient machine
e Cancelling a detachable license prematurely
- o Installing an update to a license on a key that is visible in Admin Control Center

More Languages

You can make basic configuration changes, including:

e Setting the display refresh time
e Configuring access pemissions from a client machine to a remote server, and configuring a server to allow it to be remotely accessed
o Defining values for Products with detachable licenses

The Diagnostics page enables you to view system information related to the current Sentinel License Manager, and to generate reports.

Related Topics
More Languages

Sentinel Keys
Products
Features

Sessions

Cancel Detached License
Access Log
Configuration

Diagnostics

Copyright © 2015 SafeNet, Inc. All rights resened. The Sentinel® LDK system and its accom panying documentation are copyrighted works of
SafeNet, Inc. sentine® is a registered trademark of SafeNet, Inc., in the United States and other countries. All other trademarks referenced
herein, and in the Sen(inei® LDK system, and its ing ion, are regi and/or i of their
respective owners.

Revision 15071
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http://localhost:1947/

http://localhost:1947/_int_/deviceshtml 0O ~ & H B SafeNet Sentinel ACC: Senti... % ] W

@feNet Sentinel Admin Control Center

Sentinel Keys Available on ABCIT-WKS604

Sentinel Keys # Location Vendor Key ID Key Type [o] Version i Actions
Products 1 Local 86797 1013072378 HASP HLPro il - 325 - |Products |Features | Sessions | Blinkon
Features

Sessions

Update/Attach

Access Log
Configuration
Diagnostics

Help
About

More Languages

http://localhost:1947/_int_/products.html O ~ 6‘ Y SafeNet Sentinel ACC: Prod... X ‘ ‘ o oe i

@ﬂeNet Sentinel Admin Control Center

M Products Available on ABCIT-WKS604

# Product Name Vendor Location Actions

A

Sentinel Keys
Products 1 ABC X-CPU-4 w57 (STEP7, PCS7, TIA) I1 86797 Local Features |
Features
Sessions

Update/Attach

Access Log
Configuration
Diagnostics

Help
About

More Languages .
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ttp://localhost:1947/_int_ffeatures.htm

£ - © | [ sofeNet Sentinel ACC:Feat.. % | |

@feNet Sentinel Admin Control Center
Features Available on ABCIT-WKS604
Sentinel Keys # Vendor Key Product Feature Location Access Counting Logins Limit Actions
Products 1 86797 1013072378 - 0 8 Local Loc Station - o - Perpetual - [Sessions
Features 2
Sessions ABC X-
CPU4 100
2 86797 1013072378 w57 & Local Loc Station - el - Perpetual - Sessions
Update/Attach (STEP7, vi7_8 7. 11
PCs7,
Access Log TIA) 11
Configuration
Diagnostics
Help
About
=
More Languages
Help Top
- oEE
v 8

(<]

) [B rttp:/Alocalhost:1947/_int fsessions htmizhasi O + & || Y SafeNet Sentinel ACC: Sessi. X | I

Sentinel Admin Control Center

Sentinel Keys
Products
Features
Sessions

Update/Attach

Access Log
Configuration
Diagnostics

Help
About

More Languages .

Sessions on ABCIT-WKS604, Key 1013072378, Feature 100, Product 2

D Key Location Product Feature Address User Machine Login Time Timeout Actions
2
ABC X-CPU-4 w57 100 ABCIT- Sat Jan 30, o Di 1
00000001 1013072378 Local (STEP7, PCS7, V7S 7.1 Local wahrens WKS604:5792  09:03-19 11:59:24 Disconnect|
TIA) 11
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