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1. Introduction 

1.1 Scope of delivery 
 

1.1.1 Hilscher CIFX 50E-DP – hardware 

 

Install the supplied Hilscher CIFX 50E-RE – hardware in your PC. You will need 
a free PCI Express slot for this. 

 

1.1.2 ABC IT  USB-Stick 

 

 

 

All necessary tools for commissioning the ABC X-CPU-4 w57 DP software you 
can find on the USB Stick or on our website www.abcit.eu! 

 

 

http://www.abcit.eu/
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Copy the contents of the USB stick into the document directory of your PC! 

 

1.1.3 ABC X-CPU-4 w57  Dongle 

 

Plug the USB dongle into a free slot on your PC. Driver software doesn’t need 
to be installed for the dongle.  
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2. Hilscher cifX Device Driver 

2.1 Setup 
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2.1.1 Hilscher cifXSetup 
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Add the firmware files 
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2.1.2 Hilscher cifXTest 
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3. ABC X-CPU-4 w57 DP 

3.1 In general 
 
Please read the document ABC-X-CPU-4 w57- 2016.20 eng at first!  
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3.2 Runtime 
 
After the Hilscher device driver has been installed and the corresponding 
firmware has been initialized, the ABC CPU runtime can be started. 
 
If the hardware has been found and initialized, will that be confirmed with a 
 
 Driver Hilscher cifX  ok, available 1 
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3.3 Startup parameters 
 

 

 
General parameters 
 

 

-ETH1Addr:192.168.0.129 Server with instance binding on ETH1 
-PROC:2 Processor allocation S7 (CPU 2) 
-PROC_XIO:3 Processor allocation peripherals (CPU 3) 
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3.4 Resources 
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4. STEP7 – parameterization 

4.1 In general 
 

Profibus configuration is done via HW-Config of the Simatic Manager. In our 

downloadarea under www.abcit.de download the STEP7 Samples, which already 

provide different configurations. 

 

 

4.2 Configuration 
 

Configuration of the Profibus master occurs as on a Simatic CPU 416-2 DP. 

  

http://www.abcit.de/
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4.3 DP-mastersystem 
 

 

 

 

Configure the Profibus on the CPU 416-2 DP interface X2 as specified by the 
STEP7 environment. 
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4.4 Peripheral areas 
 

The peripheral area of a Profibus controller can be addressed from 0…5759. 
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The size of the process image can be limited to max. 5760 for inputs and 
outputs. 

 

 

 
 


